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HEMISPHERICAL POST FINIAL,
1/8" (IN) MIN. THICKNESS. INSTALL
AFTER GALVANIZING
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3 FINIAL AND POST
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¢ 212 BACK-UP RING
172" (IN) DIAM.
DRAIN HOLES
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1/2" (IN) DIAM. HOLES | 716
AS CLOSE TO WELD ‘ 4
AS POSSIBLE TO '
FACILITATE ‘
GALVANIZING L
7/8" (IN) DIAM. BOLTS x 2 1/2" (IN) LONG ~ 1 -4 172" ‘ 412"
STANDARD SPEC. 9-06.5 (3), HEAVY DUTY |
NUT AND (2) TWO WASHERS (TYP.) ~ ¢
INSTALL BOLTS WITH HEAD CHORD

TOWARD CHORD
TOP

CHORD TO POST CONNECTION DETAIL
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FINIAL BRACKET

L 1/8" (IN) PLATE MIN.
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T\\ 5/16" (IN) x 1/2" (IN) SLOT FOR

3/8" (IN) ALLEN SET SCREW

STANDARD GALVANIZED STEEL SCREW CAP,
OR AN APPROVED ALTERNATE. INSTALL AFTER

SPAN

(TYP.)

3/16

DIAGONAL CONNECTION DETAIL
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3/14"
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100% MT
SEE WELD
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2> 3" (IN) DIAM. PIPE (t = 0.300) SPLICE WITH 3" (IN) DIAM.

PIPE (t = 0.216) (SEE CHORD SELECTION TABLE)

2 1/2" (IN) DIAM. PIPE (t = 0.276) SPLICE WITH 2 1/2" (IN)
DIAM. PIPE (t = 0.203) (SEE CHORD SELECTION TABLE)
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8" (IN) DIAM. BOLT CIRCLE

15/16" (IN) DIAM. HOLES
FOR FOUR, 7/8" (IN) DIAM. BOLTS

(ASTM A 325)

BASE ~ TOP

DETAIL "D"

TYPICAL OF ALL DIAGONALS

PIPE WALL \
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GALVANIZING TRUSS
~
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3/8" (IN) ALLEN HOLLOW
SET SCREW

AT 180° INTERVALS O—
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SPAN END ~ END
OPPOSITE HAND SHOWN
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END ~ SIDE

3/4" (IN) DIAM. HOLE IN

CHORD AT EACH END FOR CLARITY
OF ALL DIAGONAL
CHORDS AND STRUTS
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